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Important: Read carefully 
 
HME FLEX  

REF 3300 
 
Technical data (DIN EN ISO 9360-1) 
 
Application: The 3300 HME Flex is indicated to provide heat and moisture by capturing expired heat and moisture 

and returning it to the patients lungs via inspired gases. To be placed between the patient end of the 
artificial airway and the Y-piece of the breathing circuit. 

 
Tidal volume (VT) 
recommended range:  500 – 1500 ml 
 
Resistance:   Inspiration,     

0,7 hPa @ 30 l/min  
   1,7 hPa @ 60 l/min   
    2,9 hPa @ 90 l/min 
 
Compressible volume:  90 ml.  

Filtration media:  2 component ES fiber 

Weight:   17 g 

CO2 – connector:  No 

Connection:   22 mm F / 15 mm F  

 
Instruction for use: 
Change the HME every 24 hours, or sooner if necessary. 
Not to be used with nebulizers or vaporizing humidifiers.  
Prior to use check proper fixation of all connections and check for leakage. If necessary adjust ventilation due to added dead space of filter. 

 
 
 
Symbols 

 

Observe the instructions for use  

 

Non-sterile 

 

The product is a medical device    

 
Manufacturer 

 

Keep dry 

 

Part number 

 

Date of manufacture  

 

Keep away from sunlight 

 

Lot number 

 

Temperature limitation 

(from -5C to +40C) 
 

Do not use if package is damaged 

 

Quantity 

 

   Do not reuse  

 

Non-sterile 
 

Free from Latex 

    

 

Expiry date  

User group requirements 
The term "user group" describes the personnel responsible who have been assigned by the operating organization to perform a particular  
task on a product. Duties of the operating organization The operating organization must ensure the following: 

• Every user group has the required qualifications (e.g., has undergone specialist training or acquired specialist knowledge through experience). 

• Every user group has been trained to perform the task. 

• Every user group has read and understood the relevant chapters in this document. 
 
User groups - Clinical users 
This user group operates the product in accordance with the intended use. Users have medical specialist knowledge in the application of the  
product. 
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Contraindications: 

•  The HME Flex is contraindicated in patients producing fulminating, frothy secretions within their airways and lungs.  
•  The HME Flex should not be used in conjunction with nebulizers or heated humidifiers. 
 

Caution:  
•   Filter should be replaced every 24 hours or more often, if required to avoid increase of resistance due to accumulation of secretions. 
•   Before use, verify that the HME Flex has no occlusion and that the air will flow through it.  
•   The device is for single use only. Reuse risks to spread infectious bacteria. Sterilization and washing (for reuse) may impair performance of the device and 

cause harm for the patient. 
•   Used filters should be disposed immediately. Always follow medical and national requirements regarding biohazards when disposing of a medical device. 
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